FINISHED FILTER ROD DESCRIPTIVE 


LOUISVILLE EFFECTIVE DATE: 01/01/96 

CAMBRIDGE ULTRA LIGHTS 100 REGULAR SP STANDARD PRODUCTION 

BRAND CODE-00370 CSTD) 

MACHINE TYPE : KDF-2 


FILTER ROD LENGTH 

126.0 

MM 



FILTER CIRCUMFERENCE 

29.45 

MM 

(LASER) 


NUMBER UP 

9 




PLUG LENGTH 

31.5 

MM 



ROD R.T.D. 

529 MM 

H20 

(TOTAL ENCAP) 

PLUG R.T.D. 

131 MM 

H20 



PLASTICIZER 

TRIACETIN PZ 



05-80D-A 

APPLICATION PERCENT 

8.00 % OF DRY WEIGHT 



APPLICATION WEIGHT 

6.29 GRAMS/100 RODS 

1.57 

GRAMS/25 RODS 

FILTER TOW 

FT-111 #10 tEASTHAN) 



05-111-E 


FT-111 #10 (CELANESE) 



05-111-C 

DENIER PER FILAMENT 

2.6 




TOTAL DENIER 

39,000 




CROSS SECTION 

# 10 




PLUG WRAP USE UP 

26.25HM X 9000M KC 26DM9T 



06-262-A 

REPLACE WITH 

26.25MM X 9000M KC 26DM9T 



06-296-A 

ANCHOR ADHESIVE 

UPACO 6735-A 


PVA 

62-088-A 


UPACO 6732-0 


PVA 

61-925-A 

GLUE APP, FOR ANCH. ADH 

SINGLE GLUE LINE 




LAP ADHESIVE 

FULLER HL-8729 CFORMERLY HM-8229) . HH 

61-211-A 

DRY WEIGHT 

78.67 GRAMS/100 RODS 


19.67 

GRAMS/25 RODS 

DRY WEIGHT W/ GLUE 

79.22 GRAMS/10D RODS 


19.81 

GRAMS/25 RODS 

WET WEIGHT W/ GLUE 

85.51 GRAMS/100 RODS 


21.38 

GRAMS/2B RODS 


SAP CROSS REFERENCE #: 


FILTER: B07067 


REASON FOR CHANGE : PH CHANGING TO INDUSTRY STANDARD CFO INSTRUMENT 

: AND METRIC UNITS FOR RTD MEASUREMENT. 

: SAP CROSS REFERENCE PART NUMBERS ADDED. 
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